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ridge Drainage System

Vaulted Abutment Approach Span (1 of 2)
Vaulted Abutment Approach Span (2 of 2)
South Approach Slab

As directed by the Engineer, existing construction accessories welded to the top flange of beams
and girders shall be removed. The weld areas shall be ground flush and inspected for cracks using
magnetic particle testing (MT) or dve penetrant testing (PT) by qudlified personnel approved by the

A

S General Plan & Elevation L Fasteners shall be AASHTO MI64 Type 1, mechanically galvanized bolts. Boits 3 in. ¢, holes
SZ2.  General Nofes, Index of Sheets & Total Bill of Material s in. 9, unless otherwise noted.
S3.  Stage Construction Details
S4. Temporary Concrefe Barrier for Stage Construction 2. No field welding is permitted except as specified in the contract documents.
S5, Top of Deck Elevations (I of 3)
S6.  Top of Deck Elevations (2 of 3) 3. Reinforcement bars shall conform to the requirements of ASTM A 706 Gr 60. See Special Provisions.
S7. ) of Deck Elevations (3 of 3)
S8. y of South Approach Elevations 4. Reinforcement bars designated (E) shall be epoxy coated.
S9. of North Approach Elevations
SIo. eck Flan and Section 5 Prior to pouring the new concrete deck, all heavy or Joose rust, loose mill scale, and other loose
SiL arapet and Sidewalk Elevation and Details or potentially defrimental foreign material shall be removed from the surfaces in contact with
Si2. Bridge Fence Railing, Parapet Mounted concrefe. Tightly adhered paint may remain unless otherwise noted. Removal shall be accomplished
S13. Preformed Joint Strip Seal by methods that will not damage the steel and lhe cost will be included in the pay item covering
4. Drainage Scupper DS-11 removal of the existing concrete.

15, Drainage Scupper DS-12
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7.

8.

9.
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Engineer. Any cracks that can not be removed by ing 4 in. deep shail be identified and
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20. North Approach Slab reported to the Burecu of Bridges and Structures for further disposition. The cost of removing
21. Approach Slab Section and Details welded gccessories, grinding and inspecting weld areas and grinding cracks will be paid for

22, Sidewalk Moment Slabs according to Article 109.04 of the Standard Spec

23, Structural Steel Details

24, Bearing Detalls 6. Plan dimensions and details relative to existing plans are subject to nominal construction variations.
25. South Abutment Repair The Contactor shall field verify existing dimensions and details affecting new construction and make

South Abutment Backwall Reconstruction

North Abutment Repair

North Abutment Backwail Reconstruction

Pier Repair

Bar Splicer Assembly 7.
. Existing Soil Borings

Existing Bridge Plans (1 of 6)
Existing Bridge Plans (2 of 6)

Existing Bridge Plans (3 of 6) 9.
Existing Bridge Plans (4 of &)

necessary approved adjustments prior to construction or ordering of marerials. Such variations shall
not be cause for additional compensation for a change in scope of the work, however, the Contractor
will be paid for the quantity actually furnished at the unit price bid for the work.

Concrete Sealer shall be applied to the designated areas of the exposed surface of the new backwalls.

o

Cleaning and field painting of structural steel shall be done under a separate painting coniracl.

Lxisting structural steel shall only be cleaned and painted as required by the Special Provision
for "Cleaning and Fajnting Contact Surface Areas of Existing Steel Structures.”

TOTAL BILL OF MATERIAL

ITEM UNIT | SUPER SUB TOTAL
Stone Riprap, Class A4 Sq. vd. 3 3
Concrere Removal Cu. vd.| 52.4 52.4
Slope Wall Removal Sq. Yd. 136 136
Removal of Existing Concrete Deck Fach ) !
Protective Shield Sq. vd. 1311 1311
Structure Excavation Cu. vd. 36 36
Concrete Structures Cu. Yd. 69.7 69.7
Concrele Supersiructure Cu. vd.| 8i17.6 817.6
Bridge Deck Grooving Sqg. vd.| 1335 1335
Protective Coat Sqg. Yd.| 2244 2244
Furnishing and Lrecting Structural Steel Pound | 3850 3650
Stud Shear Connectors Each 320 | 320
Reinforcement Bars, Epoxy Coated Pound | 163,620 11,480 | 175,100
Bar Splicers Each 891 | 97 988
Bridge Fence Railing Foor 5010 | 5010
Slope Wall 4 Inch Sg. Yd. 139 139
Name Plates . Each / !
Preformed Joint Strip Seal Foot 146.0 146.0
Elastomeric Bearing Assembly, Type I . Each 20 20
Anchor Bolts, 1 1/4" Fach 40 40
Concrete Sealer Sg. 1. | 803 803
Epoxy Crack Injection Foot 41 41
Geocomposite Wall Drain Sg. rd. 24 74
Porous Granular Embankment, Special Cu. Yd. 36 36
Jack and Remove £ xjsting Bearings Each 20 20
Structural Repair of Concrete (Depth Equal jo or Less than 5 jnches)| Sq. F1. 664 664
Drainage Scuppers, DS-11 Each 2 12
Draingge Scuppers, DS-12 Each 2 2
Drainage System L. Sum ! !
Temporary Sheel Piling Sq. FI1. 141 41
Pipe Underdrains for Structures 4" oot 59 69

Fxisting Bridge Plans (5 of 6) .
Existing Bridge Plans (6 of 6) 10.  All new structural steel shall be shop painted with an inorganic zinc rich primer per
AASHTO M 300, Type L
Backrill with Porous Granular
‘ o0 Exist. Edge 1. The existing structural steel coafing contains lead. The Contractor shail take appropriate precautions ’Embankmenf (Special)
1 s IS roaennra AF an { iant
’ of Deck to deal with the presence of lead on this project. | | |
-0 | [ - . : i
Prop. £dge of Deck —rfm—— 12. Slipforming of parapets is not allowed. . .| Approach slab )
oo ; |- - . N v |
[ 13. Areas of the existing bridge have permanent protective shield in place. If any part of the existing > ’
N | permanent protective shield system fs fo be re-used as temporary protective shield, the Contractor v § 9@ 2 L
| ) l i shall submit design calculations to the Enginger proving the system meets the requirements of Excavation for plocing
I — Article 50103 of the Standard Specifications. The calculations shall be prepared and sealed by an ;omus Gmd/’cfr LY
| ; s /5’\ Illinois Licensed Structural Engineer. The cost of removal of all Protective Shield, temporary and ° y ’Embmkmﬂn*" (’C’DM. )
) 4 “ existing permanent protective shield shall be included in the cost of Profective Shield. Geocomposite JRGRre . et
S ! d \VI e o X Wall Drain is paid for as Structure
N / (EPX”’”Q 5/“96“’0"’ Excavation.
Q ! ] Temoval 7 o
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Slope wall shall be reinforced with welded wire fabric, © v “ - pipe drain
6 in. x 6 in. - W4.0 x W4.0, weighing 58 Ibs. per 100 sq. f1. ™M ‘
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See Std. 515001 297-97% 867-5 877-10 All drainage system components shall extend parallel the full length of the North
' ) b / - ! T 21 . . .
Existing Name Plate shall be cleaned and relocated next Abutment back wall except an outlet pipe shall extend until Infersecting with the wingwalls.
fo new Name Plate. Cost included with Name Plafes. OFFSET SKETCH The ;wmgx]vcallspghaﬂ./l D; corgd fo[ accsep;/' Che outlet pipe. This work shall be included in the
- . ) ) .. pay ftem for Pipe Underdrains for Structures
See Sheet SI for Name Flate location. P ’
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